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§ 175.10 Exceptions for passengers, 
crewmembers, and air operators. 

(a) This subchapter does not apply to 
the following hazardous materials 
when carried by aircraft passengers or 
crewmembers provided the require-
ments of this section are met: 

(1) (i) Non-radioactive medicinal and 
toilet articles for personal use (includ-
ing aerosols) carried in carry-on and 
checked baggage. Release devices on 
aerosols must be protected by a cap or 
other suitable means to prevent inad-
vertent release; 

(ii) Other aerosols in Div. 2.2 (non-
flammable gas) with no subsidiary risk 
carried in checked baggage only. Re-
lease devices on aerosols must be pro-
tected by a cap or other suitable means 
to prevent inadvertent release; and 

(iii) The aggregate quantity of these 
hazardous materials carried by each 
person may not exceed 2 kg (70 ounces) 
by mass or 2 L (68 fluid ounces) by vol-
ume and the capacity of each container 
may not exceed 0.5 kg (18 ounces) by 
mass or 500 ml (17 fluid ounces) by vol-
ume. 

(2) One packet of safety matches or a 
lighter intended for use by an indi-
vidual when carried on one’s person or 
in carry-on baggage only. Lighter fuel, 
lighter refills, and lighters containing 
unabsorbed liquid fuel (other than liq-
uefied gas) are not permitted on one’s 
person or in carry-on or checked bag-
gage. 

(3) Implanted medical devices in hu-
mans or animals that contain haz-
ardous materials, such as a heart pace-
maker containing Class 7 (radioactive) 
material or lithium batteries; and 
radiopharmaceuticals that have been 
injected or ingested. 

(4) Alcoholic beverages containing: 
(i) Not more than 24% alcohol by vol-

ume; or 
(ii) More than 24% and not more than 

70% alcohol by volume when in un-
opened retail packagings not exceeding 
5 liters (1.3 gallons) carried in carry-on 
or checked baggage, with a total net 
quantity per person of 5 liters (1.3) gal-
lons for such beverages. 

(5) Perfumes and colognes purchased 
through duty-free sales and carried on 
one’s person or in carry-on baggage. 

(6) Hair curlers (curling irons) con-
taining a hydrocarbon gas such as bu-

tane, no more than one per person, in 
carry-on or checked baggage. The safe-
ty cover must be securely fitted over 
the heating element. Gas refills for 
such curlers are not permitted in 
carry-on or checked baggage. 

(7) A small medical or clinical mer-
cury thermometer for personal use, 
when carried in a protective case in 
carry-on or checked baggage. 

(8) Small arms ammunition for per-
sonal use carried by a crewmember or 
passenger in checked baggage only, if 
securely packed in boxes or other pack-
agings specifically designed to carry 
small amounts of ammunition. Ammu-
nition clips and magazines must also 
be securely boxed. This paragraph does 
not apply to persons traveling under 
the provisions of 49 CFR 1544.219. 

(9) One self-defense spray (see § 171.8 
of this subchapter), not exceeding 118 
mL (4 fluid ounces) by volume, that in-
corporates a positive means to prevent 
accidental discharge may be carried in 
checked baggage only. 

(10) Dry ice (carbon dioxide, solid), in 
quantities not exceeding 2.0 kg (4.4 
pounds) per person in carry-on baggage 
or 2.3 kg (5 pounds) per person in 
checked baggage, when used to refrig-
erate perishables. The packaging must 
permit the release of carbon dioxide 
gas. For checked baggage, the package 
must be marked ‘‘DRY ICE’’ or ‘‘CAR-
BON DIOXIDE, SOLID’’ and must be 
marked with the net weight of dry ice 
or an indication the net weight is 2.3 
kg (5 pounds) or less. 

(11) A self-inflating life jacket fitted 
with no more than two small gas car-
tridges (containing no hazardous mate-
rial other than a Div. 2.2 gas) for infla-
tion purposes plus no more than two 
spare cartridges. The lifejacket and 
spare cartridges may be carried in 
carry-on or checked baggage, with the 
approval of the aircraft operator. 

(12) Small compressed gas cylinders 
of Division 2.2 (containing no haz-
ardous material other than a Division 
2.2 gas) worn by the passenger for the 
operation of mechanical limbs and, in 
carry-on and checked baggage, spare 
cylinders of a similar size for the same 
purpose in sufficient quantities to en-
sure an adequate supply for the dura-
tion of the journey. 
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(13) A mercury barometer or ther-
mometer carried as carry-on baggage, 
by a representative of a government 
weather bureau or similar official 
agency, provided that individual ad-
vises the operator of the presence of 
the barometer or thermometer in his 
baggage. The barometer or thermom-
eter must be packaged in a strong 
packaging having a sealed inner liner 
or bag of strong, leak proof and punc-
ture-resistant material impervious to 
mercury, which will prevent the escape 
of mercury from the package in any po-
sition. 

(14) Electrically powered heat-pro-
ducing articles (e.g., battery-operated 
equipment such as diving lamps and 
soldering equipment) as carry-on bag-
gage only and with the approval of the 
operator of the aircraft. The heat-pro-
ducing component, or the energy 
source, must be removed to prevent un-
intentional functioning during trans-
port. 

(15) A wheelchair or other battery- 
powered mobility aid equipped with a 
nonspillable battery, when carried as 
checked baggage, provided— 

(i) The battery meets the provisions 
of § 173.159(d) of this subchapter for 
nonspillable batteries; 

(ii) Visual inspection including re-
moval of the battery, where necessary, 
reveals no obvious defects (removal of 
the battery from the housing should be 
performed by qualified airline per-
sonnel only); 

(iii) The battery is disconnected and 
terminals are insulated to prevent 
short circuits; and 

(iv) The battery is— 
(A) Securely attached to the wheel-

chair or mobility aid, 
(B) Is removed and placed in a strong, 

rigid packaging marked ‘‘NONSPILL-
ABLE BATTERY’’ (unless fully en-
closed in a rigid housing that is prop-
erly marked), or 

(C) Is handled in accordance with 
paragraph (a)(16)(iv) of this section. 

(16) A wheelchair or other battery- 
powered mobility aid equipped with a 
spillable battery, when carried as 
checked baggage, provided— 

(i) Visual inspection including re-
moval of the battery, where necessary, 
reveals no obvious defects (however, re-
moval of the battery from the housing 

should be performed by qualified air-
line personnel only); 

(ii) The battery is disconnected and 
terminals are insulated to prevent 
short circuits; 

(iii) The pilot-in-command is advised, 
either orally or in writing, prior to de-
parture, as to the location of the bat-
tery aboard the aircraft; and 

(iv) The wheelchair or mobility aid is 
loaded, stowed, secured and unloaded 
in an upright position, or the battery is 
removed, and carried in a strong, rigid 
packaging under the following condi-
tions: 

(A) The packaging must be leak-tight 
and impervious to battery fluid. An 
inner liner may be used to satisfy this 
requirement if there is absorbent mate-
rial placed inside of the liner and the 
liner has a leakproof closure; 

(B) The battery must be protected 
against short circuits, secured upright 
in the packaging, and be packaged with 
enough compatible absorbent material 
to completely absorb liquid contents in 
the event of rupture of the battery; and 

(C) The packaging must be labeled 
with a CORROSIVE label, marked to 
indicate proper orientation, and 
marked with the words ‘‘Battery, wet, 
with wheelchair.’’ 

(17) Except as provided in § 173.21 of 
this subchapter, consumer electronic 
and medical devices (watches, calcula-
tors, cameras, cellular phones, lap-top 
computer, camcorders, and hearing 
aids, etc.) containing lithium cells or 
batteries, and spare lithium batteries 
and cells for these devices, when car-
ried by passengers or crew members in 
carry-on or checked baggage for per-
sonal use. In addition, each installed or 
spare battery must conform to the fol-
lowing; 

(i) The lithium content of the anode 
of each cell, when fully charged, is not 
more than 5 g; and 

(ii) The aggregate lithium content of 
the anodes of each battery, when fully 
charged, is not more than 25g. 

(b) The exceptions provided in para-
graph (a) of this section also apply to 
aircraft operators when transporting 
passenger or crewmember baggage that 
has been separated from the passenger 
or crewmember, including transfer to 
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another carrier for transport to its 
final destination. 

[71 FR 14604, Mar. 22, 2006, as amended at 71 
FR 78634, Dec. 29, 2006] 

EFFECTIVE DATE NOTE: At 72 FR 44950, Aug. 
9, 2007, § 175.10 was amended by revising 
(a)(17), effective Jan. 1, 2008. For the conven-
ience of the user, the revised text is set forth 
as follows: 

§ 175.10 Exceptions. 
(a) * * * 
(17) Except as provided in § 173.21 of this 

subchapter, consumer electronic and medical 
devices (watches, calculating machines, cam-
eras, cellular phones, lap-top and notebook 
computers, camcorders, etc.) containing lith-
ium cells or batteries and spare lithium bat-
teries and cells for these devices, when car-
ried by passengers or crew members for per-
sonal use. Each spare battery must be indi-
vidually protected so as to prevent short cir-
cuits (by placement in original retail pack-
aging or by otherwise insulating terminals, 
e.g., by taping over exposed terminals or 
placing each battery in a separate plastic 
bag or protective pouch) and carried in 
carry-on baggage only. In addition, each in-
stalled or spare battery must not exceed the 
following: 

(i) For a lithium metal battery, a lithium 
content of not more than 2 grams per bat-
tery; or 

(ii) For a lithium-ion battery, an aggregate 
equivalent lithium content of not more than 
8 grams per battery, except that up to two 
batteries with an aggregate equivalent lith-
ium content of more than 8 grams but not 
more than 25 grams may be carried. 

* * * * * 

§ 175.20 Compliance and training. 
An air carrier may not transport a 

hazardous material by aircraft unless 
each of its hazmat employees involved 
in that transportation is trained as re-
quired by subpart H of part 172 of this 
subchapter. In addition, air carriers 
must comply with all applicable haz-
ardous materials training requirements 
in 14 CFR Part 121 and 135. 

§ 175.25 Notification at air passenger 
facilities of hazardous materials re-
strictions. 

Each person who engages in for-hire 
air transportation of passengers shall 
display notices of the requirements ap-
plicable to the carriage of hazardous 
materials aboard aircraft, and the pen-
alties for failure to comply with those 

requirements. Each notice must be leg-
ible, and be prominently displayed so it 
can be seen by passengers in locations 
where the aircraft operator issues tick-
ets, checks baggage, and maintains air-
craft boarding areas. 

(a) At a minimum, each notice must 
communicate the following informa-
tion: 

(1) Federal law forbids the carriage of 
hazardous materials aboard aircraft in 
your luggage or on your person. A vio-
lation can result in five years’ impris-
onment and penalties of $250,000 or 
more (49 U.S.C. 5124). Hazardous mate-
rials include explosives, compressed 
gases, flammable liquids and solids, 
oxidizers, poisons, corrosives and radio-
active materials. Examples: Paints, 
lighter fluid, fireworks, tear gases, ox-
ygen bottles, and radio-pharma-
ceuticals. 

(2) There are special exceptions for 
small quantities (up to 70 ounces total) 
of medicinal and toilet articles carried 
in your luggage and certain smoking 
materials carried on your person. For 
further information contact your air-
line representative. 

(b) The information contained in 
paragraph (a) of this section must be 
printed: 

(1) In legible English and may, in ad-
dition to English, be displayed in other 
languages; 

(2) In lettering of at least 1 cm (0.4 
inch) in height for the first sentence 
and 4.0 mm (0.16 inch) in height for the 
other sentences; and 

(3) On a background of contrasting 
color. 

(c) Size and color of the notice is op-
tional. Additional information, exam-
ples, or illustrations, if not incon-
sistent with the required information, 
may be included. 

§ 175.26 Notification at cargo facilities 
of hazardous materials require-
ments. 

(a) Each person who engages in the 
acceptance or transport of cargo for 
transportation by aircraft shall display 
notices to persons offering such cargo 
of the requirements applicable to the 
carriage of hazardous materials aboard 
aircraft, and the penalties for failure to 
comply with those requirements, at 
each facility where cargo is accepted. 
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